
After Wireless NVR  startup is completed, the Startup Wizard will be displayed. Wizard setting menu 

includes: Set Admin Password ,Homepage, HDD Management, Network Configuration, Email

Configuration , Record Schedule and General System Configuration.

Set Admin Password

2) Homepage and HDD Management

You can click “Cancel” to skip Start Wizard. Tick “Don't show this window next time" if you 

don’t want to display Start Wizard when system start-up.

If the HDD is installed in the Wireless NVR for the first time, it will be needed to be format. 

Overwrite: Use this option to overwrite the old recordings on the HDD when the HDD is full.

 For example, if you choose the option 7 days then only the last 7 days recordings are kept 

on the HDD. To prevent overwriting any old recordings, select Disable. If you have disabled 

this function, please check the HDD status regularly, to make sure the HDD is not full.

Wireless NVR

Plug in the Wireless NVR power adapter and
connect the Wireless NVR to your Wi-Fi router.

When the Wireless NVR is powered on,it will
automatically start the pairing process with the 
cameras.Once the process is complete,the 
Wireless NVR will display live video feeds from
your cameras and then start recording. 

Please create a user name and password for your device. 

Select the HDD which you want to format, and then click “Format HDD” button to format the HDD.



5) Record Schedule

This menu allows you to specify when the Wireless NVR records video and define the recording mode 

for each channel. The recording schedule lets you set up a schedule like, daily and hourly by Normal

 (continuous) recording, Motion recording. To set the recording mode, click first on the mode radio 

button (Normal, Motion), then drag the cursor to mark the slots.

6) General System Configuration

This menu allows you to configure the general parameters of the system, such as Date, Time, 

Date Format, Time Format, Language, Menu Timeouts, Mode.

3) Network Configuration

This menu allows you to configure network parameters, such as PPPoE, DHCP, Static.

The most common types are DHCP or Static. Most probably your network type is DHCP, unless 

the network is manually addressed (usually called- Static). If you need an authentication user 

name and password to the Internet, then choose PPPoE.

4) Email Configuration

This menu allows you to configure email settings. Please complete these settings if you want to

 receive the system notifications on your email when a motion is detected, HDD becomes full, 

HDD is in error state, or Video Loss occurs, etc.
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Use the web Client to remotely access your Wireless NVR at anytime via a PC.
Before you access the Web Client, you need to ensure that the netwouk settings
of the Wireless NVR are configured properly. The most convenient and easiest
way is if you have set the Wireless NVR a static IP address.It means you only need
to open the web browser on your PC and type in the static IP address you have set
on the Wireless NVR. Howevre, if the IP address of the Wireless NVR is assigned
by a DHCP server, then it means that each time you reboot the NVR,the IP address 
changes.In this case, ask if your ISP can provide you a static IP address. If not, then
configure the DDNS service. Also, please make sure the UPnP is configured in the
Wireless NVR and router,or the manual port forwarding is completed in the router.


